4 Ch. Wireless IPP Kit
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Model No. : SVP-WIFI42KIT

CAMERA FEATURES

Image Sensor : 1/2.8" HD SONY sensor
11985 (H) x 1105 (V)
: 1920*1080@25fps / 1.7 Mbps

Effective Pixel

Resolution - Main Stream

- Sub Stream : 720%480@25fps / 0.5 Mbps
Compression :H.264 / JPEG / AVI
SN Ratio : 252dB
Day / Night : Color / B&W ( IR-CUT)
Motion Detection : Support
Privacy Masking " Yes
WDR : YES
Noise Reduction : 3D NR
AWB : YES
BLC :YES
Recording Mode : NVR/NAS/CMS/Web
Video Output : Network
Lens : 3.6 mm
IR Distance : 20 Meter

NETWORK FEATURES

Ethernet : RJ-45 (10/100Base-T)
Protocol : TCP/IP, ICMP, HTTP, HTTPS,
FTP, DHCP, DNS, DDNS,
RTP, RTSP, RTCP, NTP, SMTP
ONVIF : Support ONVIF 2.4
P2P :Yes
WIFI : Support

GENERAL

Power Source
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:DC12V210% , 1 Amp
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P 4 Channel Wireless 2 Megapixel IP Camera Kit
P H.264 Video Compression, Dual Stream

B 4 Ch. Wireless NVR * 1 Pcs

P Wireless Full HD IP Bullet Camera * 4 Pcs

p HDD : SATA x 1

NVR FEATURES

Main Processor : Embedded Microprocessor

Operating System : Embedded LINUX ( GUI)

Video Input : 4 channel wifi ipc

Video Output :1VGA, 1 HDMI

Video Recording tH.264

Resolution : 1080P(1920x1080)

Record Mode : Manual\Timer\Motion Detection
Local Sync Playback :1x1080P

Remote Sync Playback " Yes

: USB Device / Network
: 1 SATA Interface

Backup Mode
Hard Disk Drive

GENERAL

Power Source :DC12V+10% , 2 Amp

* Design and Specification are subject to change without prior notice



